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Specifications
1-----1/2" – 14"
High Impact PVC
Flanged  (ANSI)

 "P" Type:  PP, 1-1/2" – 14"
 EPDM, FKM(Optional)

Sizes:Sizes:Sizes:Sizes:Sizes:
Body:Body:Body:Body:Body:

Models:Models:Models:Models:Models:

Types/Sizes:Types/Sizes:Types/Sizes:Types/Sizes:Types/Sizes:
      Seals:      Seals:      Seals:      Seals:      Seals:

 Standard Features (Sizes 1-1/2" - 14")
• Straight-through flow with minimal pressure

drop
• Unique sliding cylindrical plug design provides

larger seating area than conventional gate
valves

• Made of durable, corrosion resistant plastic

• No metal to media contact anywhere in valve

• Clean-out (drain) plug in bottom area of valve
body

• Rated for full vacuum service

• Light weight for easier and economical
installation

• Positive bubble-tight shut-off
• Visual position indicator

2" SQUARE
OPERATING

NUT

Type P Parts (Sizes 1-1/2" – 6")

Options
• 2” square operating nut

• Stem extensions
• Locking handles
• Electric actuation, up to 3”
• FKM seals

Caution
• Never remove valve from pipeline under

pressure.
• Always wear protective gloves and goggles.

*  Stem holder

STRAP

.ON NOITPIRCSED .SCP LAIRETAM
1 ydoB 1 CVP-IH

2 )gulP(etaG 1 PP

3 metS 1 CVP-IH

4 )A(tennoB 1 CVP-IH

5 *)B(tennoB 1 CVP-IH

6 gniraeBtsurhT teS1 PP

7 rehsaW,tuN,tloB - 403leetSsselniatS
8 leehWdnaH 1 PP

9 revoCgnitacidnI 1 CP

01 gniRgnitacidnI 1 CVP

11 niPediuG 1 403leetSsselniatS

21 redloHniPediuG 1 CVP

31 teksaG 1 MDPE

41 )A(gniR-O 1 MDPE

51 rehsaW 1 CVP

61 tuN 1 403leetSsselniatS

71 )B(gniR-O 1 MKF,MDPE

81 )C(gniR-O 2 MKF,MDPE

32 teksaGteehS 1 MKF,MDPE

42 gulP 1 CVP

      Sizes 1 1/2" - 14" PVC/PP/EPDM/FKM
                           NSF-61 Certified

Gate Valves
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Gate ValvesType P
Sizes  1-1/2" – 6"

LANIMON
EZIS

d d1

051SSALCISNA

L t D1 A l H1 H2 HSEHCNI mm D C n h
1 2/1 04 75.1 - 00.5 88.3 4 26.0 05.6 78.0 27.4 27.4 39.1 12.4 02.5 14.9

2 05 79.1 - 00.6 57.4 4 57.0 10.7 19.0 21.5 21.5 63.2 82.5 53.5 36.01

2 2/1 56 65.2 - 00.7 05.5 4 57.0 84.7 49.0 01.6 01.6 59.2 89.5 19.5 98.11

3 08 59.2 - 05.7 00.6 4 57.0 99.7 89.0 96.6 96.6 53.3 96.6 01.6 97.21

4 001 49.3 - 00.9 05.7 8 57.0 20.9 60.1 86.7 86.7 33.4 51.8 24.6 75.41

5 521 29.4 33.4 00.01 05.8 8 88.0 42.01 60.1 52.9 52.9 16.4 49.8 90.7 30.61

6 051 19.5 21.5 00.11 05.9 8 88.0 15.01 60.1 36.01 36.01 34.5 53.01 71.7 25.71

LANIMON
EZIS F°03

F°021
SEHCNI mm

1 8-2/1 002-04 051

01 052 011

41-21 053-003 57

Dimensions (Sizes  1-1/2" – 6")

Pressure vs. Temp.
(PSI, WATER, NON-SHOCK)

Troubleshooting

What if there are leaks between bonnet and body?

1. Bolts are not tightened properly.  Tighten
diagonally and evenly.

2. O-ring between body and bonnet damaged or
worn.  Change O-ring.

What if fluid still flows when fully closed?

1. Body or plug is worn or damaged.  Replace.

2. Seat is worn or damaged.  Replace.
3. Foreign material caught at the bottom of

body. Needs cleaning.
What if handle does not engage with stem?

1.  Stem damaged or broken.  Change stem.

2.  Engaging part of stem and/or plug damaged
     or broken. Need to replace stem and/or plug.



L

øD1

øA

tn-  øh

ø
d

ø
d

1C
ø

D
P.

C
.D

.

H
1

H
2

H

12
14
11

16
15

10
5

21

17

13

20

19 22

18
4

3
1

2

 (L
IF

T)
l

4a

4b
5a

5b

6

7

8
9

24
23

n-  øh n1- M L
t1a

Detail  of  flange  14"

Gate Valves
Sizes:  8" – 14"Type P Parts (Sizes 8" – 14" )

*    Stem holder
**  8" and 12" sizes:  4 inserts; 14" size:  8 inserts

Type P

LANIMON
EZIS vC

SEHCNI mm

1 2/1 04 031

2 05 081

2 2/1 56 514

3 08 074

4 001 096

5 521 0001

6 051 0041

8 002 0092

01 052 0073

21 003 0025

41 053 0007

LANIMON
EZIS DEGNALF

SEHCNI mm

1 2/1 04 05.7

2 05 02.01

2 2/1 56 00.31

3 08 06.61

4 001 00.22

5 521 00.92

6 051 00.24

8 002 05.86

01 052 00.59

21 003 00.051

41 053 00.881

Cv Values Weight (POUNDS)

LANIMON
EZIS

d d1

051SSALCISNA

L t D1 A l H1 H2 HD C n h M–1nSEHCNI mm

8 002 27.7 16.6 05.31 57.11 6 88.0 –2 CNU4/3 05.11 01.1 02.21 02.21 90.7 54.9 72.31 27.22

01 052 27.9 72.8 00.61 52.41 21 89.0 - 69.41 81.1 71.41 71.41 09.8 36.01 45.61 71.72

21 003 37.11 40.01 00.91 00.71 01 89.0 –2 CNU8/7 57.51 22.1 41.61 41.61 57.01 06.21 09.81 05.13

41 053 07.31 96.11 00.12 57.81 8 41.1 CNU1–4 39.61 62.1 23.71 19.71 65.21 02.21 26.32 38.53

Dimensions (Sizes:  8" – 14")

All Gate Valves shall be constructed of High Impact
PVC and have no metal-to-media contact.  The gate
shall be a tapered cylindrical plug design PVC shall
conform to ASTM D1784 Cell Classification 12454-
A, & PP to ASTM D4101  Cell
Classification PP0210B67272.  Valves shall have a
pressure rating of 150 psi at 70 degrees F sizes 1-1/2"
through 8", 110 psi at 70 degrees F size 10", and

Sample Specification

75 psi at 70 degrees F sizes 12" and 14".  The valve
shall have a non-rising stem, come standard with
sealed position indicator, clean-out plug and EPDM
or FKM seals as manufactured by Asahi/America
Inc.

STRAP

.ON NOITPIRCSED .SCP LAIRETAM
1 ydoB 1 CVP-IH
2 )gulP(etaG 1 PP
3 metS 1 CVP-IH
4 )A(tennoB 1 CVP-IH
a4 )A(hsuB 1 PP
b4 )A(niPkconK 1 PP
5 *)B(tennoB 1 CVP-IH
a5 )B(hsuB 1 PP
b5 )B(niPkconK 1 PP
6 gniraeBtsurhT teS1 muimorhCnobraChgiH
7 rehsaW,tuN,tloB - 403leetSsselniatS
8 leehWdnaH 1 PP
9 revoCgnitacidnI 1 CP
01 gniRgnitacidnI 1 CVP
11 niPediuG 1 403leetSsselniatS
21 redloHniPediuG 1 CVP
31 teksaG 1 MDPE
41 )A(gniR-O 1 MDPE
51 rehsaW 1 CVP
61 tuN 1 403leetSsselniatS
71 wercS 1 403leetSsselniatS
81 )B(gniR-O 1 MKF,MDPE
91 )C(gniR-O 3 MKF,MDPE
02 )D(gniR-O 1 MKF,MDPE
12 )E(gniR-O 1 MKF,MDPE
22 )F(gniR-O 1 MKF,MDPE
32 teksaGteehS 1 MKF,MDPE
42 gulP 1 CVP
a1 **stresnIlateMydoB - yollAreppoC
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